REVISIONS
DESCRIPTIONS BY APPROVED

CINCH TIE" OR RUBBER HOSE CASING
OR EQUAL WITH DOUBLE STRAND 12
GAUGE GALVANIZED WRE

f=——— 2x2 REDWOOD STAKES - 8 (2.4m)
NOTE: LONG, AVOID ROOTBALL

WHEN SIDEWALK IS ADJACENT TO

THE CURB, STREET TREE SHALL BE
NO GREATER THAN 6 FEET (1.8m)
FROM THE BACK OF SIDEWALK

APPROVED STREET TREE SHALL BE A
MIN. OF 1.5 INCH (38.1mm) CALIPER
MEASURED 4 FEET (1.2m) ABOVE
FINISHED GRADE

/—BRICK IN SAND AROUND TREE
OR METAL GRATE AS DIRECTED
BY THE CITY ENGINEER

: SIDEWALK

4 AGRIFORM BLUE CHIP TABLETS
OR APPROVED EQUAL

ADD 2 GAL. ITAMIN B—-1
COMPOUND (1 TBSP/GAL)

IN TOP 1/2 BACKFILL

3/4” GRAVEL ALL SIDES

(19.1mm) ’ ABE DEEP ROOT CONTROL BARRIER—

. : TOP OF PLANTER SHALL BE 6"
(152.4mm) BELOW SIDEWALK GRADE.
DEEP ROOT* OR APPROVED EQUAL

24" (0.6m) MIN.

42" (1.1m) MIN. DEPTH

X BACKFILL — 80% NATIVE SOIL,

20% ORGANIC MATERIAL
L\/\ ADD 2 CUPS BONEMEAL AND 2
> 7_,7/ CUPS BLOODMEAL TO BACKFILL

ALK \/ \ N AL
IR s e -, v
36" (0.9m) MiIN. (0.6m) BELOW SIDEWALK GRADE

N

+ NOTE: ANY TREE PLANTED WITHIN SIX FEET (1.8m) OF ANY SIDEWALK, DRIVEWAY, CURB, OR GUTTER
MUST BE PROVIDED WITH A 24" (0.6m) MIN. ROOT CONTROL BARRIER.
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STREET TREE PLANTING L—4




